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1 Device Description

The process that takes place within the NanoVi® device occurs in three steps:

1. Creation of a continuous air stream by sucking in ambient air.
2. Humidification of the air stream, enriching the air stream with water molecules.
3. Generation of specific electromagnetic energies/wavelengths/signals that are highly absorbable by water molecules.

The NanoVi® device is designed to assist the natural process of creating ordered water layers (EZ Water) on proteins. NanoVi® devices
expose the humidified air stream to specific wavelengths. These wavelengths also include wavelengths that are similar (= bioidentical) to
the emitted wavelengths of the reactive oxygen species (ROSs) that occur in the water of cells. The wavelengths / signals from the NanoVi®
are emitted to water in a humidified air stream, which strengthens the coherent domains of the water molecules, and which are then
transmitted to the user via the humid air stream.

Humidifier

»

Lid / Glass container holder )
Disposable Paper Tube

<4— Flex-Arm

Glass container

SmartCard slot

Power ON/OFF Button (Pro & Exo models)

Touch screen display

Fig. 1.1: Front view of the NanoVi® Exo device

Humidifier connectors

Power connector

Fig. 1.2: Back view of the NanoVi® device

The NanoVi® device has a universal power supply and is plugged into a standard power outlet, 110V to 220V.

The external power supply provides isolation from supply mains. Do not position the equipment so that it is difficult to operate or connect the
external power supply.
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Power Supply: For Power Cord
3 C8 (2-prong), for: with C7 (2-Prong)
s 110-220V
4340-00

The 2-prong Power Supply is the standard power supply used with
NanoVi and NanoVi Wellness devices

Power Cord C7
to
2-prong

6.5ft. (2.0m)
Type A Type C Type G Type |
4350-00 Type A
4350-10 Type C (Us, (EU, Asia, (UK, (AUS,
4350-20 Type G CA, Mexico, Israel, Malaysia, New Zealand)
4350-30 Type | Japan) South America) Singapore)
Power Cord C7:
to -
2-prong
6.5 ft. (2.0m) Type A-CH
4350-60 Type A-CH (China)

Figure 1.3: Power supplies and power cords

1.1 Intended Use

The NanoVi® device is intended for use by adults, or under the supervision of adults, to provide humidified air without heating for inhalation
by the user. The state of water in NanoVi® humidified air ultimately increases the exclusion zone, also known as the order of water (ordered
water) on surfaces around small particles.

The NanoVi® device may be used in a home use environment, including offices, spas, sports, and healthcare facilities.

2 Contnrdaiicati ons

There are no contraindications to report with the use of the NanoVi® device.

3 Possible Side Effects

No side effects are attributable to the use of the NanoVi® device.

4 Precautions
Read the User Manual carefully before using the NanoVi® device for the first time.
1 Refer to the User Manual whenever questions or uncertainties arise with respect to correct handling of the NanoVi® device.

1 Before use, make sure that the water level in the container is between the maximum and minimum levels marked on the
container. Never fill above the maximum level as a higher level could cause water drops to enter the tubing.

1 Change the water in the glass container regularly. At least once a day if there are multiple users and at least once a week or
every five hours of use for individual users. Use only distilled, purified or osmotic water. Normal water could cause chalky depo-
sits in the diffuser and the glass container.

1 Never use the device if any part of the humidifier is damaged. A defect can cause leakage and penetration of water into the inner
parts of the device. Contact your retailer to purchase a replacement.

1 Protect the NanoVi® device from extreme temperatures and moisture during operation or storage. These conditions can damage
internal components.

The device should only be used on a stable surface. The NanoVi® device should not be used during transport.
The outside surfaces of the system are not a source of potential allergic reaction.

The effects of lint, dust, and light (including sunlight) will not adversely alter or affect system performance.

= = = =4

The user is not required to access small parts during normal use of the system. Multiple disassembly steps are required to
access small parts, and they therefore are not easily accessible to children and pets. The system is not susceptible to damage or
access by pests; the power cord is medical grade.
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1 The power supply cord is medical grade and of standard length (2m). It is easily detached from the system to minimize

entanglement.

1 The nasal cannula includes a feature that allows for easy and quick disconnection from system.

1 This product is not designed for use on an unconscious USER (unresponsive to stimuli). If the USER is unresponsive to stimuli

do not use this product.

1 This product is not designed for use in Oxygen-rich environments. Do not use in or near Oxygen-rich environments.
1 This product meets basic safety requirements and does not introduce additional hazards used in a home healthcare environment

1 T However, this product is not water or drip resistant and should be kept dry. Do not use in wet environments or areas that

may have splash or drip issues

1 Spilling water on the device may be hazardous and may damage the device. Do not spill water on the device.

1 No modification of this equipment is allowed. Any changes could cause harm or increase hazard for the OPERATOR or the

USER. The warranty is void if any modification is made to this equipment.

1 Do not carry the device with the humidifier installed. The humidifier is not secured to the device and could fall and cause injury to

the OPERATOR, USER, or another person or animal, or could damage other objects or surfaces.

1 Do not connect or attach any item that is not specified as an attachment by the manufacturer.

The product is intended to be operated within the following environmental conditions:

1 atemperature range of 59°F (15°C) to 104°F (40°C);
1 arelative humidity range of 15 % to 90 %

1 vapor partial pressure greater than 50 hPa; and

1 atmospheric pressure range of 700 hPa to 1060 hPa.

The product is intended to be stored and transported within the following environmental conditions:
{1 -13°F (-25 °C) to 104°F (40°C), and
1 41°F (5 °C) to 95°F (35 °C) at a relative humidity up to 90 %
T 95°F (35 °C) to 158°F (70 °C) at a water vapor pressure up to 50 hPa
1 atmospheric pressure range of 700 hPa to 1060 hPa.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause
harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation.

4.1 Device and Accessory Precautions
1 If the power cord is damaged or the casing of the power supply is cracked or damaged in any way, DO NOT USE IT.
1 Always use the power supply (power adapter) provided by Eng3. Operation is restricted to 12V DC at the device input. If the origi-
nal power adapter is defective or lost, only replace it with a power supply provided by Eng3. Power supply must be an IEC
60601-1 compliant power supply. Use of any other supply is prohibited.
1 If you intend to use the optional nasal cannula, only use the Salter Labs model 1600-1, 1 foot long.
5 Initial Set Up
5.1  Unpacking Device & Accessories
Inspect shipping box for damage upon arrival. Contact your retailer immediately if the box is damaged.
2. Unwrap the NanoVi® device carefully and keep the original packing materials for future transportation of the device.
3. Place the NanoVi® device on a flat, clean surface, such as a table.
4. Unpack all accessories and place them beside the device.
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5.2 SetUp

There are no special tools or materials required for setup other than distilled, purified or osmotic water to clean and fill the glass container.
The user who receives treatment is the USER and when they also operate the device, they are considered the OPERATOR and SERVICE
PERSONEL.

Do not connect or attach any item that is not specified as an attachment by the manufacturer.

This product is not meant to be used in temperatures below 59°F (15°C) or temperatures exceeding 104°F (40°C).

Follow these steps to set up your device:

1. Use indoors, away from wet/splash/drips, between 59°F (15°C) to 104°F (40°C).

2. Place the NanoVi® device on a clean, solid surface.

3. Rinse glass container using distilled, purified or osmotic water.

4. Fill the container with distilled, purified or osmotic water. Make sure the water is between the maximum and minimum filling levels

on the container.

Wrong water level
because it is above
the maximum line.

This would cause
water to come out
of the FlexArm or

Nasal Cannula.
Correct water level,

between minimum
and maximum lines.

Fig. 5.1: Correct water levels Fig. 5.2: Incorrect water levels
(between min and max) (not between min and max)

Fill water at least to the minimum filling level as indicated on the container. Adequate air humidification depends on the amount of available
water. (Figure 5.1)

Do not fill the container with more water than the maximum filling level indicates, as water drops or water may enter the tube system or
device. (Figure 5.2)

5. Screw the glass container into the glass container holder by hand.

6. Insert humidifier into the fitting on the top of the device, at the back. The connecting tubes protruding from the humidifier slide
down into the device as shown in Figure 5.3.

Fig. 5.3: Inserting humidifier into the device

10
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Only insert the humidifier with the glass container facing the front of the device. The glass container must be aligned with the circular metal
component on top of the device. Inserting the humidifier in any other position, could injure the USER or damage the device.

Do not tip the container when container is filled with water, as water may enter the tube system or device.
Confirm that there is a proper connection between the humidifier and the device.
Do not force the humidifier into the device; it will fit firmly.

7. Connect the power cord to the power supply. Plug the power supply into the NanoVi® device. Note Figure 1.2 to locate the power
connector on the back of the device. Plug the power cord into an electrical outlet.

The NanoVi® device is now ready for operation.

6 Operating I nstructions

6.1 General Use

The process that takes place within the NanoVi® device occurs in three steps:

1. Creation of a continuous air stream by sucking in ambient air.
2. Humidification of the air stream, enriching the air stream with water molecules.
3. Generation of specific electromagnetic energies/wavelengths/signals that are highly absorbable by water molecules.

The NanoVi® device is intended to be used on a flat surface. The device may be moved on a cart with the humidifier installed but should
never be carried with the humidifier installed because it could fall off and do damage. The USER can be standing, sitting, or lying down. The
Flex-Arm bends following its natural curvature and should be positioned for comfort. The device can be used with or without a nasal cannula.
When used with a nasal cannula, the USER should be positioned close enough to the device that there is never tension (pulling) on the
nasal cannula. The nasal cannula should be worn correctly (see Section 6.3) as show in Fig. 6.1. See Appendix A for proper nasal cannula
use. If the USER is using the device with no cannula, the Paper Tube should be positioned 1-3 inches (2-8 cm) away from the nose as show
inin Fig. 6.2. The nasal cannula includes a quick disconnect feature which allows for easy connection and disconnection from the system.

Fig. 6.1: Use of Flex-Arm with attached Fig. 6.2: Use of the Flex-Arm with attached
option Nasal Cannula Paper Tube

6.2 Use of Flex -Arm

NanoVi® devices come with an installed Flex-Arm, as shown in Fig. 6.3.

Place one of the disposable paper tubes that come with the device onto the end of the arm and push it on to fit snuggly.

Gently pull the Flex-Arm towards your face. The end of the paper tube should be in front of you mouth/nose area, 1-3 inches (2-8 cm) away,
as shown in Fig. 6.4. The Flex-Arm can be moved and repositioned for comfort but must not be bent sharply. It is important to be sitting or

lying still and to have the Flex-Arm correctly positioned so that you are inhaling the output from the device.

Paper tubes are single person use items. Paper tubes can be used multiple times per person.

11
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Fig. 6.3: NanoVi® Pro Device Fig. 6.4: Flex-Arm use
Do not try to bend the Flex-Arm into sharp angles.

Do not move or attempt to lift the device by pulling on the Flex-Arm.

6.3 Nasal Cannula i Optional , Non-Mandatory

The NanoVi® device can be used with an optional nasal cannula inserted on the outlet in the middle of the Flex-Arm. For proper use of the
nasal cannula, refer to Appendix A: Accompanying Documents, User Manual for Nasal Cannulas. The NanoVi® device should only be used
with the nasal cannula that has the make and model: Nasal Cannula (Adult) Salter Style 1600-1. For proper operation, a short cannula that
has one-foot length tubing is used. The one-foot disposable cannula is shown in Fig. 6.5. The user does not have to be still when using the
cannula. It allows the user to make small movements and turn their head without interrupting their session. Use of the cannula is shown in
Fig. 6.6.

Nasal cannulas are single person use items. Nasal cannulas can be used multiple times per person.

Nosepiece ——»

Fitting for the S
Flex-Arm > A,Jj

Fig. 6.5: Optional Nasal Cannula Fig. 6.6: Optional nasal cannula Fig. 6.7: Optional nasal cannula
use connection to outlet

6.4 Power On

Press the large button on the front panel of the device to turn the power on. The power button will illuminate with a green circle and the touch
screen display will automatically start with a self-test. Once the device is ready, the screen will display standard user options. Pressing the
power button at the end of a session will turn the device off. If you do not turn the device off and it is not used for 15 minutes, it will turn itself
off.

6.5 Touch Screen Interface

The touch screen is operated by lightly touching it with a finger. If necessary, a soft blunt object could be used to operate the touch screen.
Hard or sharp objects should never be used.

A light vibration occurs each time you press a button, which indicates that your input was registered through the touch screen.

The use of hard or sharp objects to operate the touch screen could result in damage to the device.

12
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6.6 Application Schedule

There is no potential for the device to harm you, even from frequent use, especially once you get used to it. The device can be used for
many hours a day if desired to incorporate in your daily life.

Importance of the different power levels of the different NanoVi® devices regarding the session time: The NanoVi® Exo device is twice as
powerful as the NanoVi® Pro device and the NanoVi® Pro device is twice as powerful as the NanoVi® Eco device. As a result, a chosen
session time for example of 15 minutes with the Exo device is similar to 30 minutes with the Pro device, or 60 minutes with the Eco device.

It is recommended that users start using the device in short increments of time, in order to become familiar with the operation of the NanoVi®
Exo, NanoVi® Pro, and NanoVi® Eco.

6.7 Lights llluminating the Glass Container

This lighting has no bearing on the USER®S treatment and can be set to

The lights illuminating the gl &®$ ec-Bcieengfign6e9). This sceeenashgceasset eydouching t he A Col or
the Color Wheel button. The Color Wheel button is available in several screens when a session is started.

Color Wheel

The default light setting is blue. This can be changed to a different color or to a transition of colors. The device keeps running while you are
inthefCol or S eScreend i (oMi®Y yob cad gee the effect of any changes before leaving the screen. The Screen shows the color
options available. Touch a circle to select a color. Pressing the white circle eliminates the color but leaves the water illuminated.

The Brightness Level is adjusted by pressing the Sun or the Moon symbol. To turn the lights off, press the Moon symbol until the illumination
disappears. The orange Brightness Level bar will be all the way to the left.

Start the Color Transition (rotation) by pressing any part of the Color Transition bar.
The color transition speed is selected by pressing the Slow Wave or Fast Wave symbol.

Stop the colors from changing by pressing any individual color circle.

Brightness Level bar __ | ‘ Color Transition bar
> =
Moon and Sun > o R WW Slow Wave and Fast Wave
for brightness selection v for speed selection
No Color
- Check Mark button
(White) ‘ . ‘ . .

Fig. 6.9: fAG3xteenr Sel ectiono

Once you have selected your preferences, press the Check Mark button near the middle of the screen (Fig. 6.9). This saves the settings and
takes you to the i St -&areeriito start your session.

6.8 Session Running

When a session is started you will hear a quiet humming sound, see bubbles in the glass container, and, if the lights are turned on, see the
illumination of the water in the glass container.

If the water is bubbling, the device is operating correctly. If it is not bubbling, check to make sure the humidifier is correctly seated in the back
of the device and that the glass container is firmly screwed into the glass container holder. Correctly seating the humidifier also minimizes
the noise.

13
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7 Operawi hbout Sm8t &andMadenl! y

All the NanoVi® devices can be operated without SmartCards. This operation is called Standard-Mode.

In Standard-Mode everyone has access to sessions of any duration.

Once the device i s t urScreah(Fmy.rv/,l)appbaes. A salfitestirumd for i0Secondsswithdprogress shown by the bar at
the bottom of the screen.

Fig.7. 1: f-Squeera s h 0

Upon completion of the self-test, the i5 t a-$Bcteén (Fig. 7.2) appears allowing you to enter the number of minutes for the session time.
Enter the desired session time by touching the appropriate numbers on the touch screen. The minutes are shown in the session time display

in the center of the screen.

Touching the ACO clears a number that hasTbeednthet aBcednpletaybusavevtheng y ou |
session time in the memory of the device as the default session time for future sessions, unless changed again.

Once the session time is entered, touch the blue start button to begin the session.

192963

- Sast?. Sl

\4/ ?/ E/ [ 15min <4——3— Display shows session time
4

Start Button

‘Md; 0 !;C) asu“<— Device ID #

Fig. 7.2: fStart -8creen
in Standard Mode

TheStartButt on starts the sessi on-Screem(Eig. 7.3)ie shawd.Retatingalats ta thme lef indicate tleasass@ssion
is in progress. The session time display counts down the minutes and seconds remaining in the session.

Pause Button interrupts a session (Fig. 7.3) and changes the screentofi S e s #ia @ 13 -Sate@n (Fig. 7.4). Pressing the Start Button again
resumes the session.

StopButton terminates a session at any ti me. -S8reen(Fig.i72)g t he session takes

The device will automatically turn off after 15 minutes when a session is not in progress.

In Progress =
indicator 15:00

o o @ Od— — Stop Button
e
- —
7.4

. : i SSTeen o
in Standard-Mode

Pause Button

Fig.7.3:ASessi on i-8crefmr
in Standard-Mode

14
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8 Oper awi tBgnar t €ar d
The Owner Card can be used by t

Insert Owner Card when the monitor shows the self-t e s t is

he

devi S@eerswner to access

the four #AAdm

f i ni s h e d-Sdreen andittee monitor hias chdnged t8 gnk & thén O

t hree A St ar BtandaBdeModedRigs7.2), fordnfinity-Mode ( Fi g. 8. 4) or

two User-Card-Modes.
When inserted, it showSctdéenfit
rent time button.

Pressing
Pressing

1 B 1§

Page downo bu
tt

he
he Page upo bu

t
t

Is &

t h eSciedns (Big. 8.7 forode oRfequ e st 0

et ar@®iq 8.8 tinthéssae®nrydu can select an Operation
Mode, set device preferences, show the rent time (number of minutes of use), and allows you to reset the rent time by pressing the Reset

bring yo

u back.

tton -Svdrlde rs,hotwh & hASErezce(Eimp & tb)nfoimdsgoBardsi st r ati ono
on wil |l

8.1 Owner Card

The Owner Card can be used by the device owner to access the four administration screens.

Insert Owner Card when the monitor shows the self-test is finished i
three fStart Screensof or St andard Mode (Fi
Card Modes (Fig. 8.7, Fig. 8.11).

n t

he Al ni

ti
g. 7.2), for

antl theSonitar kas ch&nged & ene of the

Infinit

y Mode

tfvd-User. 8. 4) or

When inserted, it shows the first administration screen, the i Mo &ettingdScreen (Fig. 8.1). In this screen you can select an Operation
Mode, set device preferences, show the rent time (number of minutes of use), and allows you to reset the rent time by pressing the Reset

rent time button.

Pressing the fAPa
t Il

ge
upo button wi St r8cteény ou b ack

to

Selector buttons: for the four different Operation Modes.
Standard-Mode: no button is selectedj

an i

User-Card-ii P r e-Bladé: when button is selected and
Session time length is set Sl
Infinity-Mode: when button is selected = (&H -
User-Cards-ii Se | e cModd)y+—e-o& > - T
when this button is selected . n i
Rent time & T
\ \i// v
min L : 4
45 % Firmware: 7.1 ¥

Reset time

Fig. 8. 1:

< Set brightnes

<4+fiPage
<4+fiPage
for User Card

fi-Steenevithevnet Gamd g O

S

u p 0-Scteen
downo

dhe second admintstration screen,|t |h PsobfiammingoScreen for User Cards. Pr essi ng t he APa;

i<
t ScrédePr ogr ami ng

8.2 Setting Preferences with the Owner  Card

Adjust the brightness - of the screen by pressing the appropriate fir0or fi fisymbols. It is not possible to turn the screen off completely by

repeatedly pressingt hei fibut t on

8.3 Setting Operating Modes

With the Owner Card i ns e rSceahallowslyo tofsdt thesGperdiich dlode. it cas beropetatedimfour different
ways: Standard-Mode, Infinity-Mode, User-Card-fiTimerdMode, and User-Card-ii P r e-Sladé. 0
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8.3.1 Standard -Mode: Select with the Owner__Card and operat e without User Card

Selecting : Standard -Mode — Standard Mode:

| all selectors are blank
|~

15 min

To select Standard Mode, all three buttons must be deselected, so that no
orange dot appears, as shown to the right. Press the buttons to toggle
between orange dot and no dot.

A

Whenal | the mode selector buttons ar - fiPage upo buttorl
tovsnersczvré.tch Saweert imStandar Made (Fig. 7.2). Take out the Figue82:Sel ect 6St andard Mode

Operating : Standard Mode

To operate in Standard-Mode the device does not require a User Card. The device operates as described in Section 7, Operating in
Standard-Mode.

To operate in Standard-Modema ke sure that all the mode selector buttons are-blank a
Screen in Standard-Mode (Fig. 7.2). Take the Owner Card out.

8.3.2 Infinity -Mode: Select with the Owner Card and operat e without User Card

Selecting: Infinity -Mode

e + 15 min
To select the Infinity-Mode, the middle button must show an orange dot
i n ™Mbdef SeScreen (Fg.8.3). Press button to toggle between < | (&) «—3— Infinity Mode button
orange dot and no dot. et Dot e -
When the Infinity-ModeBut t on i s orange, press t B ho to
swi t ch t o-Sdareknan Infir8ty-Mode (ig. 8.4). Take the Owner
Card out. Fi g . In8nityaModed

is selected

Operating: Infinity -Mode
To operate in Infinity-Mode the device does not require a User Card.

Start a session by pressingthe StatBut t on and the screen w$ddsichm nigrScrRan o &8s .dedEmenn | nf i ni ty
counts and displays the total time that the session is running. The device remains on until the Pause or Stop Button is pressed.

7 | Display shows

Pause Button o v session time

N

Start Button > @ % @ @4— — Stop Button
c 6589 | "z |

Fig. 8.-Anf i-SerBenmo t Fig85:fi |l nf9ensistiyon i nScrBenogr ess o0
Infinity-Mode in Infinity-Mode
0:06

Fig 8.5.-8es8l pohi RSoreceRauseod
in Infinity-Mode
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8.3.3 User-Card-"Timer"-Mode: Select with Owner card and operate with User Card

Selecting : User-Card-"Timer"-Mode S
To select the User-Card-"Timer"-Mode, the lower button must show an 2.8
orange dot. Press the button to toggle between orange dot and no dot. —_—— + Button for User-Card-
CH_ M Timer"-Mode
When the mode selector button is orange (Fig. 8.6), press the button ) 1]
APage upo to switch t Scrdeh Eakete¢Oener Car 2= 1
Card out. 1 46 min &5/ Firmware: 7.1 %/
—

Fig. 8.6: User-Card-"Preset"-Mode is selected

Operating : User Card Timer Mode

To operate in User-Card-"Timer"-Mode the device requires a User
Card.

The fiUser CaScréen FFg.BU)eslsotvsowhen a User Card is
required.

A valid User Card must be inserted to operate the device. 9889

Fig. 8.7: fAUser\Cd&ig. 8.7.1: #dAlnval
-Screen -Screen
Device ID#

If the User Card ID #, which is printed on the User Card, is not identical
with the device ID#, the "Invalid User Card"-Screen (Fig. 8.7.1) will
show.

WhenthevalidUs er Card i s i 4€s e-BdaeendFig 18

A s éh%v(lstbalance of minutes on User Card
shows.

The number above the User Card symbol shows the number of

minutes remaining on the User Card. <4—————3— User Card Symbol

. 15mn ———fF— Display shows session time
I entries.
Start Button

Enter the desired session time by using the number keypad, the
mi nutes entered show in the display

Start the session by pressing the Start Button.

The session time will count down and minutes will be deducted from Fig. 8 -Bar-FeBenmr t
the User Card. User-Card-i Se | e cNodeb | e 0

Pause or stop session at any time by pressing the corresponding blue
button i nSdshsei dirCairnbcrean Fiy B.8).s s 0

| Pause Button

@ @4— — Stop Button

Fig. 8.-9es diiCanm di nScreeningr e s s 0
Remove the User Card when a session is finished. The screen will User-Card-i Se | e cModeb | e 0
returnt o AUser CaSceenfF@ggue st o

Restart sessions or stop session at any time by pressing the
correspondi ng bl ueSedsiontintPausecScreent(ige @ C
8.9.1).

Stopping the session t-&le-Sctegnokig. b ac k
8.8).

149 min

~ 14:55

w00

Fig. 8. 9Sels s ifiocCa riBoreeRiau s e o
User-Card-fi Se |l e cNodeb | e 0

-
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8.34 User-Card-fi P r e sModenSelect with the Owner Card and operate with User Card

The device can be set up with a predetermined session time. In this case the session time cannot be freely chosen, only shortened, or
paused.

Input keys and display of the

Selecting: User-Card-i P r e sMoadeo preset session time

To select the User-Card-ii P r e-Slaé¢, the top and the lower selector

buttons must show an orange dot. Press button to toggle between orange -+ ’15 min & ——
dot and no dot (Fig. 8.10). ; User-Card-fi P r e-Mae 0
=8 Ve W Selector Buttons .
When the two mode selector buttons a N O — s the fAPage upod
button to switch to the fUser Card R e g u eSsre¢en (Fig. 8.11). o T
Take the Owner Card out. > PN m
46 min k__J/( Firmware: 7.1 ¥/

Fig. 8.10: Selected Mode: User-Card-ii P r e-Blatdé 0

Operating : User-Card-fi Pr e sModeo

To operate in User-Card-fi P r e-Bladé¢ tbe device requires a User

Card. DN X

The fiUser CaScréen Fg.q8dl shows when a User Card M

is required.
) ] ) Fig. 8.11: fAUs-8areerCFig. 8.11.1: fi-Bareernl
A valid User Card must be inserted to operate the device. (for reference only; (for reference only;
identical to Fig. 8.7) identical to Fig. 8.7.1)

If the User Card ID #, which is printed on the User Card, is not identical

with the device ID#, the "Invalid User Card"-Screen (Fig. 8.11.1) will show. Shows remaininiminutes on User Card

When a valid User Card is inserted the fi S t-@ardfiScreen (Fig. 8.12)

shows. The number above the User Card symbol shows the number of o

minutes remaining on the User Card. ryon Display shows pre-set
o B 15:00 < session time

In User-Card-fi P r e-Blaé tbe session time cannot be modified. The < Start Button

display shows the pre-set session time. @

Start the session by pressing the Start Button. The session time will count

down and minutes will be deducted from the User Card. Fig. 8. Xar-Sdedriimr t

User-Card-fi P r e-Blaé o
Pause or stop session at any time by pressing the corresponding blue
button i nSdshsei dinCairrbcrean (Fig B.E35 s 0

— | Pause Button
Restart sessions or stop session at any time by pressing the
corresponding bl ueSebsustitoonn iSoreeRt@iges efioC a
8.13.1).

Stop Button

Stopping the session takes you back to the i S t-@ a 1it-8cfeen (Fig. 8.12). =

Fig.813fiCa$essi on i nScrBenogr ess 0

Remove the User Card when session is finished. Screen will return to the in User-Card-"Preset"-Mode

fAiUser Car dScrRen (Fig.e841).0

14:55

00

. 18edsiic€Cmar iBoreeRauseod
in User-Card-"Preset"-Mode

o
v
8

Fig.
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8.4  Programming User Cards

The Owner Card is used to program minutes onto the User Cards or delete =) B 15mn
minutes from the User Card. The Owner Card, the User Card, and the y
device must have the same ID#. - - +
A et o’ Page down button goes to
The maximum number of minutes a User Card can be programmed to is < e 1 | " Progr &eem g o
9,999 minutes. The User Card can be programmed or reprogrammed as \.UJ " A
often as required. 46 min LU Firmware: 7.1V
Insert the Owner Car d.Scrednailldppearstie AAFE i g. 8. 14: FShteedwith Svenér Carch
i Mo de sSctedni(FRiggsdld). (for reference only; identical to Fig. 8.1)

Symbol: User Card Request Indicator
1

Press the Page down button t o-Saeen, t o 3 v
thefi Swi t ¢ h t o-Sctkengfig. 8C18)r d 0 1 2
. . 4)5)6
The screen shows the input keypad and the User Card Request Indicator i x
rompting you to enter a User Card.
prompting ¥ VOO :
If the User Card ID #, which is printed on the User Card, is not identical 0 : C)
with the device ID#, the "Invalid User Card"-Screen (Fig. 8.15.1) will show.

Fig.8.15:iSwi t ch t o Fig. 8.15.1: #@-l

Remove Owner Card and insert a valid User Card. This will bring up the -Screen Screen (for reference
third @ Ad mi ni sStreeawhicloisitoe /P r o g r a mSuieen ¢Fiy. only; identical to Fig.
8.16) 8.11.1)

Di spl ay sTotalwsmbérbfe #

Status indicator shows whether Minutes on User Cardg before transfer

minutes are added or subtracted *
Di s p| a Wambdr &f Minules to Transfer o ,
122 \ L~ add or subtract, to the User Card
4)5) 6 + / |~ Transfer button to initiate the programming process
PN omin & 2
718)9 3 41 P ag ebuttop 0
Toggle button to add or et ot A U Di | New Eotallumber of Minut
subtract minutes —»} + 0, C 149 i =——4— D1 s p INaw intaldlumber of Minutes on
4 : 4 UserCard,0 af t er Transfer butan n g
-

Fig.8.16:fi Pr o g r a3Bareem g

The screen shows the input keypad withafi Co b utledaram tet r y-flamd thhd& M uthd Toansfer bBtioretsgglesn g
between adding or subtracting minutes to the User Card. The toggle status of the transfer is shown below the display of the fTotal
Number of Minutes on User Carda

The top display showstheid Tot al Number of Mibaefard trarsferpon thddsserted USem €addoWith the keypad,
chooseNunhbee rii of Mi n u tbgaddirtg or subtraatingst foe rfl@taé Nufber of minutes on User Cardo .

The display on t h~Newllaa Numimer of rhirmtessthat will e ofi the User Cards, after the Transfer button is pressed.

After pressing the Transferbut t on, the transfer i s initiat €eldtal NumbedofMihueesdntheUsdri spl ay sho
Cardo .

When the transfer is complete, tNuembfier of Mi n u tiskept far epedt pregramrhirg in dhe display. The bottom display
s h o ws NeéwhTetal Rumberofmi nut es on U d&ransf&@ 8uttahdvas piedsed.

After removing the programmed User Card, the screen changes backtothe i Swi t ¢ h t o-SctbengFig. 8C18)r d O

For repeat programming, the next User Card can be inserted. Ifthe N u mber of Mi n u tsdept, thesamE numnhbes df minutes
can be transferred to the next User Card right away. To change the minutes,t h e fi C ds ubed t tleamthe previous entry for new
keypad input.

User Card press t he SiaRdarg-Bode (Fig. 7.0),fort on unt il

After programming the | ast
r t h eSciredhgFegr8.7)da thadUsdR EaqduMmdes. O

Infinity-Mode ( Fi g. 8. 4) o
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9 Use wictclessori es

9.1 Transportation Case

Transportation Case for NanoVi

1: The NanoVi® Transportation Case is
a custom-fitted hard-shell case.

The case is suitable for checked baggage on
airplanes. The outer dimension may allow it to be
taken as a carry-on but this depends on size
restrictions of each airline.

2: The NanoVi device and necessary accessories
fit in custom-designed openings.

The humidifier will leak if water is left in the glass
container during transportation. Simply switch the
extra glass container with the container that has
water and tighten the lid for transport.

The NanoVi device can remain in the
transportation case during operation.

® Device

3: The case has two wheels and a pullout /
retractable handle.

The case offers the possibility to be locked
(lock not included).

No special handling measures are necessary for transport or storage.

Dimensions:

Lengt h: 22.50 (57 cm)
Width: 15A (38 c¢m)
Height: 90 (23 c¢cm)

Weight with device and accessories: 25 Ib. (11 kg)
(Weight varies slightly depending on numbers of cannulas you travel with)
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10 Cl eaning I nstructions

Water in the NanoVi® device should be changed at the end of each day when used by multiple users. A single user should change the water
at least once a week or every five hours of use, whichever comes first.

Do not perform cleaning, servicing, or maintenance when the device is in use. Only perform cleaning, servicing, or maintenance when the
device is powered off and not in use.

Device

Clean the outside of the NanoVi® device with a moist soft cloth, never use more than a mild detergent. Multiple cleanings with this method
will not affect the device.

Do not clean with solvents. Solvents are aggressive liquids that could corrode and thereby destroy the surface of the device and the touch
screen display.

Humidifier (Glass Container, Glass Container Holder and Diffuser - see Section 1)

The humidifier must be removed from the device by pulling it straight up. The glass container is then unscrewed from the lid / glass container
holder.

Do not attempt to unscrew the glass container while the Humidifier is still inserted in the device.

The glass container must be replaced if it is chipped or fractured. The glass container should be inspected for damage every 10 hours of
use.

After 10 hours of use the glass container and the lid / glass container holder should be hand-washed then rinsed with clean, distilled, or
osmotic water.

The diffuser should be rinsed with clean, distilled, purified or osmotic water. It cannot be cleaned using a dishwasher.

The diffuser must be replaced every 12 months. Additionally, if water residue (such as calcareous deposits) is detected on the diffuser, it
should be replaced. Contact information for reordering can be found in Section 18.

Cleaning solution may be harmful and should not be used.

11 Mai ntenance
The NanoVi® device requires no special maintenance. The USER can only perform the following maintenance:

Renew the humidifier water.

Replace the diffuser.

Replace the Paper Tubes or the optional Nasal Cannulas
Clean the device and the parts listed in Section 10.

= —a —a —a

12 St orage
For long-term storage prepare the NanoVi® device as follows:

Pull the plug of the Power Supply out of the NanoV® device.

Disconnect the Power Cord from the electrical outlet.

Remove the humidifier from the back of the device and empty the water.

Clean all parts according to Section 10.

Place cleaned device and accessories in their original boxes (optional).

Place sealed box in a dry, safe place that is free from the possibility of accidentally falling.

oA wNE
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13 Expl anation of Symbol s
Symbol Title
- - Direct Current Symbol

Class Il Electrical Equipment

Type BF Applied Part

= P O

www.eng3corp.com/elFU

Operating Instructions
available on shown website

©

AONO / OOFFO

A
m
|

Article Number

Serial Number

Manufacturer

Date of Manufacture

Keep Dry

Protected against solid foreign objects of 12,5 mm @
and greater

Center Pin Positive

Owner of waste electronic equipment must recycle
these separately from the unsorted municipal waste

Recycle Packing Material

Trash

E@*%‘éﬁlbﬁg S BIE (2

Symbol indicates compliance with the MDR (Medical
Device Regulation 2017/745/EU

N
m

CE marking is an administrative marking that indicates
conformity with health, safety, and environmental
protection standards for products sold within
the European Economic Area

r4

INMETRO

Certification of medical electrical equipment in Brazil
with accreditation indicated by the INMETRO Mark

A
m
O]

| EC |REP| | cH

UK |REP

Authorized Representative Service in EU, CH, UK

Authorized Importers

&R

Authorized Distributors

22
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14 Di sposal 6bPeWiameVand Parts

Follow local governing ordinances and recycling plans regarding the recycling or disposal of the equipment. Refer to the Technical Specifica-
tions in Section 16 for the materials of the main components for reference for sorting parts for disposal.

Devices Disposal
4650-00 = NanoVi® Eco
4800-00 = NanoVi® Pro E
L}

4900-00 NanoVi® Exo

Accessories
4300-00 Glass Container N
4370-00 Holder with Glass Container %Q
4340-00 Power Supply Input / Output
4350-00 Power Cord 2-Prong, 6 ¥ ft. (2 m)
-10 Power Cord 2-Prong, 6 % ft. (2 m) E
-20 Power Cord 2-Prong, 6 ¥ ft. (2 m) —
-30 Power Cord 2-Prong, 6 ¥ ft. (2 m)
-60 Power Cord 2-Prong, 6 % ft. (2 m)
4530-00 User Manual
4540-00 Concise User Manual %@

Consumables

4310-00 Diffuser for Humidifier

4400-00 Paper tube

2D =

Optional  Accessories

=l
4200-00 Transportation Case m
Consumables
4360-00 Nasal cannulas
i
4510-00 User Smartcard m
4510-00 Owner Smartcard
o,

Packing material %&
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15 Troubl eshooting

15.1 Normal Operation
As soon as the NanoVi® device starts operation, the air pumps are switched on and the glass container is illuminated. At the same time the
water starts to bubble and a humming from the air pumps can be heard.

If the pumps are not humming and the water in the humidifier is not bubbling, the air pumps are not working.

If the pumps are humming but the water in the container is not bubbling, the humidifier has not been correctly inserted into the device.
Reseating the connection may resolve this problem. It is also possible that the glass container is not tightly screwed into the glass container
holder. Note: Fig. 5.3 to see how the connection should be made.

If the pumps create little or no airflow, the effectiveness of the device is compromised. Refer to the error codes below or contact customer
support.

15.2 Errors

If an error occurs, the i E r +Seree (Fig. 15.1) is displayed. Note the error code number so that you can look it up in the table below. The
contact number for your location will be displayed at: www.eng3corp.com/service

[}

> 102A: 599/15 399/14 0/0 0/0 < <— Error Code

Ve 5 The contact number for your location will be
~ www.eng3corp.com/service € displayed at: www.eng3corp.com/service

Firmware: 7.1 «—f— Firmware

N
Fig. 15:StreeRError o

Error codes are below and should be given to Eng3 Customer Support when you call. Use the number of the error message screen to reach
technical support for the NanoVi® device.

Code Error Message
101P: xxx Pump error
102A: xxx Excitation unit LED error
103L: xxx Lamp error

Table 15.1 Lookup table for error codes
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16 EIl ect r o maagmpeatiicbi | i ty

16.1 Electromagnetic emissions

Guidance and manuf act udeelaraliom - electromagnetic emissions

The NanoVi is intended for use in the electromagnetic environment specified below. The customer or the user of the NanoVi should assure that it is used in

such an environment.

Emissions  test Compliance Electromagnetic environment 1 guidance

RF emissions Group 1 The NanoVi uses RF energy only for its internal function. Therefore, its RF emissions are
very low and are not likely to cause any interference in nearby electronic equipment.

CISPR 11

RF emissions Class B The NanoVi is suitable for use in all establishments, including domestic and medical
establishments and those directly connected to the public low-voltage power supply

CISPR 11 network that supplies buildings used for domestic purposes.

Harmonic emissions Class A

IEC 61000-3-2

Voltage fluctuations/ Complies

flicker emissions

IEC 61000-3-3

16.2 Electromagnetic immunity
Guidance and manuf act udeelarafion - electromagnetic immunity

The NanoVi is intended for use in the electromagnetic environment specified below. The customer or the user of the NanoVi should assure that it is used in
such an environment.

Immunity  test IEC 60601 test Compliance level Electromagnetic environment - guidance
level
Electrostatic discharge (ESD) + 8 kV contact + 8 kV contact Floors should be wood, concrete, or ceramic tile. If floors are
. . covered with synthetic material, the relative humidity should be
+ 2 kV air + 2 kV air
at least 30 %

IEC 61000-4-2 + 4 kV air + 4 kV air
+ 8 kV air + 8 kV air
+ 15 kV air + 15 kV air

Electrical fast transient/burst +2kV for power supply +2 kV for power supply lines Mains power quality should be that of a typical commercial or
lines Repetition frequency 100 kHz | hospital environment.
+ 1 kV for SIP/SOP

|EC 61000-4-4 Repetition frequency
100 kHz

Surge +0,5, 1,0 kV line(s) to +0,5, 1,0 kV line(s) to Mains power quality should be that of a typical commercial or
line(s) line(s) hospital environment.
+0,5,1,0, 2kV line(s) to +0,5,1,0, 2kV line(s) to

IEC 61000-4-5

earth earth
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Voltage dips, short interruptions
and voltage variations on power
supply input lines

(Blackouts, brownouts, and fluctuations
of the power supply according to IEC )

IEC 61000-4-11

0% UT; 0.5 cycle
At 0°, 45°, 90°, 135°,

180°, 225°, 270° and
315°

0% UT; 1 cycle and 70
% UT; 25/30 cycles
Single phase: at 0°

0 % UT; 250/300 cycles

0% UT; 0.5 cycle
At 0°, 45°, 90°, 135°,

180°, 225°, 270° and

315°

0% UT; 1 cycle and 70
% UT; 25/30 cycles
Single phase: at 0°
0 % UT; 250/300 cycles

Mains power quality should be that of a typical com-
mercial or hospital environment. If the user of the Na-
noVi requires continued operation during power

mains interruptions, it is
recommended that the NanoVi be powered from an

uninterruptible supply or a battery.

Power frequency
(50/60Hz)

magnetic field

IEC 61000-4-8

30 A/m

30 A/m

Power frequency magnetic fields should be at levels

characteristic of a typical commercial or hospital envi-
ronment.

NOTE Ur is the a.c. mains voltage prior to application of the test level.

Guidance and manuf act udeelarafich

- electromagnetic

immunity

such an environment.

The NanoVi is intended for use in the electromagnetic environment specified below. The customer or the user of the NanoVi should assure that it is used in

Immunity  test

IEC 60601 test
level

Compliance level

Electromagnetic environment - guidance

Conducted FR
IEC 61000-4-6

Radiated RF
Transient RF

IEC 61000-4-3

3 Vrms

150 kHz to 80 MHz

6 Vrms in ISM bands be-
tween 0.15 MHz and 80
MHz

80 % AM at 1 kHz

3Vim

80 MHz to 2,7 GHz
80 % AM by 1 kHz

3V

150 kHz to 80 MHz

6 Vrms in ISM bands be-
tween 0.15 MHz and 80 MHz
80 % AM at 1 kHz

10 Vim

80 MHz to 2,7 GHz
80 % AM by 1 kHz

Portable and mobile RF communications equipment should be
used no closer to any part of the NanoVi, including cables, that
the recommended separation distance calculated from the
equation applicable to the frequency of the transmitter.

Use of this equipment adjacent to or stacked with other equip-
ment should be avoided because it could result in improper op-
eration. If such use is necessary, this equipment and the other
equipment should be observed to verify that they are normally.

Recommended separation distance

e >
3

e > 0 80 MHz to 800 MHz
10

(oY cSAViRY 800 MHz to 2,5 GHz

10

Where P is the maximum output power rating of the transmitter
in watts (W) according to the transmitter manufacturer and d is

the recommended separation distance in meters (m).
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Field strengths from fixed RF transmitters, as determined by an
electromagnetic site survey, a should be less than the compli-
ance level in each frequency b.

Interference may occur in the vicinity of equipment marked with
the following symbol.

()

NOTE 1 At 80 MHz and 800 MHz, the higher frequency range applies.

NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and reflection from structure, objects, and

people.

2Field strengths from fixed transmitters, such as base stations for radios (cellular/cordless) telephones and land mobile radios, amateur radio, AM and FM
radio broadcast and TV broadcast cannot be predicted theoretically with accuracy. To assess the electromagnetic environment due to fixed RF transmitters, an
electromagnetic site survey should be considered. If the measured field strength in the location in which the NanoVi is used exceeds the applicable RF compli-
ance level above, the NanoVi should be observed to verify normal operation. If abnormal performance is observed, additional measures may be necessary,

such as re-orienting or relocating the NanoVi.

b Over the frequency range 150 kHz to 80 MHz, field strengths should be less than 3 V/m.

16.3 Recommended separation distances

Recommended separation  distances between portable and mobile RF communications equipment and the
NanoVi

The NanoVi is intended for use in an electromagnetic environment in which radiated RF disturbances are controlled. The customer or the user if the NanoVi
can help prevent electromagnetic interference by maintaining a minimum distance between portable and mobile RF communications equipment (transmitters)

and the NanoVi as recommended below, according to the maximum output power of the communications equipment.

Separation  distance according to frequency of transmitter
Rated maximum m
output power of
transmitter 150 kHz to 80 MHz 80 MHz to 800 MHz 800 MHz to 2,5 GHz
w 35 35 T
Q& 3I/qu Q& 10I/qu QQ=10|/IUU
0,01 0,12 0,035 0,07
01 0,37 011 0,22
1 12 0,35 0,7
10 38 11 22
100 12 35 7

For transmitters rated at a maximum output power not listed above, the recommended separation distance d in meters (m) can be estimated using the equa-
tion applicable to the frequency of the transmitter, where P is the maximum output power rating of the transmitter in watts (W) according to the transmitter

manufacturer.
NOTE 1 At 80 MHz and 800 MHz, the separation distance for the higher frequency range applies.

NOTE 2 The guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and reflection from structures, objects and peo-

ple.
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17 Product

Speci ficatiens

and

Registration

17.1 Technical Specifications

NanoVi® Eco

NanoVi® Pro

NanoVi® Exo

Article Number: 4650-00 4800-00 4900-00
Qutput performance in relation to NanoVi Pro: .
200% 200‘9&2 200%
NanoVi® Eco has half the output: 50% i i I
i - | ekt

NanoVi® Pro establishes baseline output: 100%
NanoVi® Exo has 2x the output: 200%

Suggested session time (but more is better)
Recommended frequency of sessions:

Minimum lifespan:
is equivalent to
Minimum # of sessions per lifespan:

Standard mode - Timer Mode:
Smartcard system: - Owner Card:
- User Cards:

Smartcard Modes: - Timer Mode:
- Session Mode:

- Infinity Mode:

- Option for grouping multiple devices:
Lamp for decorative illumination of the water:
lllumination effects:
Excitation units / excitation elements:
Range of spectral emission / max power:

The precise wavelengths are parl of our intellectual property

Dimensions (w x | x h):
Weight:
Silver antimicrobial tubing:
Amount of distilled water for operation:
Display:
Volume and brightness adjustment:
Pumps:
Air intake and output:
Current Levels: Off / On standby
Current Levels: On running
Components automatically tested for function:
Service check:

80 minutes on the Eco

10,000 hours = 600,000 minutes

10,000 sessions of 60 minutes

Yes, en

No
No
No
No
No
No

116

1100-1300nm / 700 pW
1500-1700nm / 700 pwW

8.5 Ib. (3.9 kg)

0.30 A

40 minutes on the Pro
Optimal: Daily
Ideal: 3 x per week
Minimum: 1 x per week

10,000 hours = 600,000 minutes

20,000 sessions of 30 minutes

20 minutes on the Exo

10,000 hours = 600,000 minutes

40,000 sessions of 15 minutes

ter application time in minutes on the touch screen.

Yes: for selecting the Operation Mode
Yes: Works on the device it was programmed for, max up to 9,999 minutes
Yes, used application time gets deducted from the User Card.
Yes, session minutes deducted from User Card.

Yes, User Card can be used for any device in the group.

16 Colors & off
Solid, flash, strobe, fade, smooth

2112

1100-1300nm / 700 pW
1500-1700nm / 700 pW

12" x 11" x 9" (31 x 28 x 23 cm)
9.0 Ib. (4.1 kg)

Yes, after humidification unit
8.5 1. 0z. (250 ml)
Touch Screen LCD, color
8 individual settings
2
0.141 CFM (4.0 liters per minute)
0.04 A/0.10 A
032 A
Pumps, excitation elements

Not Required, self-testing

4/24

1100-1300nm / 700 pW
1500-1700nm / 700 pW
3000-4000nm / 700 pW

9.5 Ib. (4.3 kg)

0.36 A

Technical specifications are subject to change without notice. Not liable for misprints.
Copyright © 2024 Eng3 Corporation. All rights reserved, M072-rev16
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Warranty: 2 Years
Accessories Optional Accessories
4300-00 Glass Container Glass 4200-00 Transportation Case Black with foam inserts
4370-00 Holder with Glass Container Aluminum
4340-00 Power Supply Input / Qutput 100 - 240V AC / 12V DC, 4A Consumables
4350-00 Power Cord 2-Prong, 6 2 ft. (2 m) US, CA, Mexico, Japan 4360-00 Nasal cannulas 1 ft. (0.3 m), Latex-free material
-10 Power Cord 2-Prong, 6 ¥ ft. (2 m) EU, Asia, Israel, South America 4510-00 User Smartcards for Programmable for up to 9,999 minutes
-20 Power Cord 2-Prong, 6 ¥ ft. (2 m) UK, Malaysia, Singapore NanoVi® Pro and for use in “Card Mode"
-30 Power Cord 2-Prong, 6 2 ft. (2 m) Australia, New Zealand NanoVi® Exo
-60 Power Cord 2-Prong, 6 %% ft. (2 m) China 4510-00 Owner Smartcards for Required for setting “Card Mode” and
4530-00 User Manual Available in different languages NanoVi® Pro and for programming minutes on
4540-00 Concise User Manual Avalilable in different languages NanoVi® Exo User Smartcards
Consumables
4310-00 Diffuser for Humidifier Replace once a year
4400-00 Paper tube White paper tubes
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17.2 Product Registration s

17.2.1  NanoVi® Registration : FDA

NanoVi®, NanoVi® Eco, NanoVi® Pro, and NanoVi® Exo devices are registered with the United States Food and Drug Administration (FDA).

FDA Device Listing number: D097353
FDA Facility Registration number: 3004152208

(ﬁ U.S. Department of Health and Human Services

FoA

DRLM Home

DRLM

Device Registration & Listing Module

View Your Registrations and Listings

Annual Reglstration ~ View Your Registered Facilities

Annual Registra

Owner/Operator:

Welcome, Hans-Joachim - ENG | FURLS HOME

Clear Sort and Filter

Facility Registration ~
Register a New Medical Davice Show 10" 5 per page Fller:
Facility
Change Registration Information for Registration Number Registration Status Registration Status Reason Facility Name/ Trade Name(s] Address Expiration Date Action
£l £l cl y
a Facility
Cancel, Deactivate, or Reactivate a 3004152208 Active Registration changed from inactive to active ENG3 CORPORATION 2234 EASTLAKE AVE  2026-12-31 @
Facility Registration E, SEATTLE,
View Your Registration and Listing WASHINGTON 98102
Information UNITED STATES
DRLM Home: View Your Registrations and Listings
Annual Registration ~ View Your Device Listings
Annual Registration Owner/Operator: 9058276
Facility Registration v Clear Sort and Filter
Register a New Medical Device Show | 10 +| per page Filtar:
Facilty
5”\5'”5:10 Registration Information for Listing Listing Premarket Product Type of Combination Product Device Name Registration Number/FE| [Activities] Action
a Facility Number Status Submission Code(s)
Cancel, Deactivate, or Reactivate a Number
Facility Registration
Views Your Registration and Listing D097353 Active KFZ HUMIDIFIER, NON-DIREGT PATIENT INTERFAGE (HOME-USE) Registration Number: @
Information 3004152208/3004152208
Changa the Official Corraspondent [Manufacturer]
DRLM Home View Your Registrations and Listings
Annual Registration ~ View Selected Listing Details
Annual Registration Listing Number D097353
Listing Status Active
Facility Registration = "
Premarket Submission Number
Register a New Medical Device
Facility
Product Code Product Name
Change Registration Information for
RERY KFZ HUMIDIFIER, NON-DIRECT PATIENT INTERFACE (HOME-USE)
Cancel, Deactivate, or Reactivate a
Facility Registration
View Your Registration and Listing
Information Registration # Registration Status Registration Status Reason Activities
Change the Official Correspondent - N
for a Facility 3004152208 Active: Registration changed from inactive to active Manufacturer
Facility Ownership v
Transfer Ownership of a Facility View Proprietary Names
{Report Purchase)
8 e
DRLM Home View Your Registrations and Listings
View Proprietary Names
Listing Number D097353

Proprietary Name
NanoVi
NanoVi Exo
NanoVi Pro

NanoVi Eco

Confidential
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17.2.2 NanoVi® Registration : EU

All NanoVi® devices carry the CE mark represented in the declaration below.

¢

KONFORMITATSERKLARUNG / DECLARATION DE CONFORMITE
DECLARATION OF CONFORMITY / DICHIARAZIONE DI CONFORMITA

engJ3

Life Science Technology

SRN-#:
Manufacturer:

US-MF-000009925

Eng3 Corporation

Street. City, Country: 2234 Eastlake Ave E, Seattle, WA 98102, USA
Phone number: 011-206-525 0227

E-mail: info@eng3corp.com

SRN-#, Name und Adresse der Firma
SRN-#, Nom et adresse de |'entreprise
SRN-#, Nome e indirizzo della ditta
SRN-#, Name and address of the firm

Wir erkldren in alleiniger Verantwortung, dass / Nous déclarons sous notre propre responsabilité que /
Dichiariamo sotto nostra responsabilita che / We declare under our sole responsibility that

das Medizinprodukt Brand: NanoVi®?

le dispositif médical Identification: NanoVi®, NanoVi Eco®, NanoViPro®, NanoVi Exo®
il dispositivo medico Restrictive use: Professional use and Home use

the medical device HTS Code: 9019.20.0000

mit der Basis-UDI-DI 0085000561401LA

avec la base-UDI-DI 0085000561403LE

con la base-UDI-DI

with the basis-UDI-DI 0085000561405L)

der Klasse nach Anhang Vill MDR 2017/745 — Regel

de la classe I selon I'annexe VIl de la MDR 2017/745 — régle 1 & 1 3
della classe secondo l'allegato VIII della MDR 2017/745 - regola

of class according to annex VIIl of MDR 2017/745 - rule

BestimmungsgeméBe Das NanoVi®Gerét ist fir die Verwendung durch Erwachsene oder unter Aufsicht von Erwachsenen vorgesehen, um
Verendung den Benutzer befeuchtete Luft ohne Erwarmung zur Inhalation bereitzustellen. Der Zustand des Wassers in der
befeuchteten NanoVi®-Luft vergroRert letztlich die “Exclusion Zone", die auch als Ordnung des Wassers (geordnetes
Wasser) bezeichnet wird, wenn sie sich auf Oberflachen kleiner Partikel bildet.
Das NanoVi®-Gerit kann in der hauslichen Umgebung, aber auch in Biiros, Spas, Sport- und
Gesundheitseinrichtungen eingesetzt werden.

The NanoVi®device is intended for use by adults, or under the supervision of adults, to provide humidified air without
heating for inhalation by the user. The state of water in NanoVi® humidified air ultimately increases the exclusion zone,
also known as the order of water (ordered water) on surfaces around small particles.

The NanoVi® device may be used in a home use environment, including offices, spas, sports, and healthcare facilities.

Intended Use

allen Anforderungen der MDR 2017/745 entspricht, die anwendbar sind.
remplit toutes les exigences de la MDR 2017/745 qui le concernent.
soddisfa tutte le disposizioni della MDR 2017/745 che lo riguardano.

meets all the provisions of the MDR 2017/745 which apply to it.

Konformititsbewertungsverfahren
Procédure d'évaluation de la conformité
Procedimentodi valutazione della conformita
Conformity assessment procedure

MDR Art. 52 & Annex II, lll (Klasse 1)

SRN: DE-AR-000006764
EC-REP: EC-REP: BEO MedConsulting Berlin GmbH
: Street, City, Germany: Helmholtzstralte, 2-9 10587 Berlin, Germany
E-mail: vigilance@beoberlin.eu

Giiltigkeit der Erkidrung: 1 Jahr nach Unterzeichnung oder Anderungen der technischen Dokumentation |
Validité de la déclaration: 1 an aprés la signature ou modifications de la documentation technique /
Validita della dichiarazione: 1 anno dopo la firma o modifiche alla documentazione tecnica /
Declaration’s validity: 1 year after signing or changes to the technical documentation.

Weitere Registrierungen
Autres inscriptions
Ulteriori registrazioni
Further registrations

Seattle, WA, USA, December 22, 2025

Waste Electrical and Electronic Equipment Directive (WEEE) 2002/96/EC, currently Directive 2012/19/EU

Packaging and packaging waste directive, 94/62/EC

)
i Hans J. Eng :

President / CEQ

ENG )
R 3 C°fPorat:on

Ort, Datum und Funktion / Lieu, date et function  Unterschrift und Stempel / Signature and stamp
Signature et cachet / Firma e timbro

Luogo, data e funzione / Place, date and function

© Copyright 2025 Eng3 Corparation. Al rights reserved. M126-rev12

<34 Eastigke
A, 98105 E
o enganers.. JOA
183com.com

Bhone: sa05 <
one: +208-5250227
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17.2.3 NanoVi® Cannula Registration : EU

[E3 SALTER LABS®
c € Salter Labs
30 Spur Drive
2797 DECLARATION OF CONFORMITY El Paso, Texas 79906
DOC-20017a Oxygen Cannulas usa
SRN: US-MF-000007534
Basic UDI: 006074TF1005_Cannulas??

5Product Name:
Intended Purpose

Oxygen Cannulas

A nasal oxygen cannula is 3 two-pronged device used to
administer oxygen to a patient through both nostrils at
flows O LPM to 6LPM.

See the following table

Doc-20017a 12-Sept-2022

Class lla, Rule 2, accarding to the (EU} MDR 2017/745,
Annex VIll, Chapter | short-term use; Chapter I, Rule 2
non/invasive channeling gases

Madel Number or Designatar:
Control Designator:
Device Classification:

Conformity Route: Route of conformityis according to (EU) MDR

2017/45 Annex X Quality Management System
EMDN Nomendature code (EMDN}: RO30.
Global Medical Device Nomenclature Code {GMDN):

203: air / oxygen nasal cannula
35201 bsic nasal oxygen cannula
Uriversal Medical Device Nomenclature System {UMDNS):  12799: Cannulae, Nasal oxygen
Product Options/Accessories: n/a

EC Certificate — Full Quzlity Assurance System MDR 738597
Expiry Date: 09 Sept 2027
Notified Body: BSI Group Inc,
Notified Bady CE 2797
say Building

John M. Keynesplein &

1066 EP Amsterdam
Netherdands

www bsigroup com

MT Promedt Consulting GmbH
Alenhofstasse 80

D-66386 St. Ingbert

Germany

Authorized EU Representative:

Authorized SighSture and Fund
Printed Name: Rob Yamashita,
Vice Presicent Regulatory

Dte of Issue: 12-Sept-2022
Place of Issue: Regulatory Office, SunMed
Grand Rapids, Michigan, USA

This declaration of conformity is issued under the sole responsibility of SunMed . We hereby declare that the medical device(s] specified
abowe mest the provisicn of the Regulation {EU) MDR 2012745 for medical devices.

Alltechnical documentation is retained at the premises of the manufacture /tachnical documentation location.

Doc# FRM-10002 Rev 3
Page 1 of 12

c E2797

SRN: US-MF-000007934
Basic UDI: 006074TF1005_Cannulas27

DECLARATION OF CONFORMITY
DOC-20017a Oxygen Cannulas

(3 SALTER LABS"

Salter Labs

30 Spur Drive

€] Paso, Texas 79906
UsA

UDI # GTIN Model Number Description

/Caseqty
0607411919145 13320 Nasal Cannula {Premature} Salter Style with 7' (2.1 m) supply
3060741919146 13320-50 twbe.
00607411919152 13321 Nasal Cannula (Neonate) Salter Style with 7 (2.1 m) supply
3060741919153 1332150 tbe,
00607411919169 13322 Nasal Cannula (Infant} Salter Style with 7 (2.1 m} supply tube.
3060741191916 13322-50
0607411919176 13323 Nasal Cannula (intermediate Infant} Salter Style with 7' (2.1 m}
30607411919177 13323-50 supply tube.
00607411919183 13324 Nasal Cannula (Pediatric) Salter Style with 7 (2.1 m} supply
30507411919184 13324-50 tube.
0607411100000 1600-1 Nasal Cannula (adult) Salter Style® with 2 (0.3 m) supply tube
10607411100007 A600-150
0607411100017 | 1600-10 Nasal Cannula (adult) Saiter Style® with 10 {3.0 m} supply
10607411100014 1600-10-50 tube
0060741110003 1600-12 Nasal Cannula (adult} Salter Style® with 12' (3.65 m) supply
10607411100038 1600:12:50 bule
0607411000048 1600-13 Nasal Cannula (adult) Salter Style® with 13' (4.0 m) supply
1060741100499 3600-1-50 tube
00607411100055 1600-14 Nasal Cannula {adult] Salter Style® with 14' (4.3 m} supply
S 1600-14-50 tebe
0060741100062 1600-15 Nasal Cannula {adult) Salter Style® with 15' (4.6 m) supply
10607411100069 1600:15-50 tube
0607411100079 160016 Nasal Cannula (2dult) Salter Style® with 1" {0.3 m} supply tube
1060741100076 0001630
0060741100109 16002 Nasal Cannula (adult) Salter Style® with 2' (0.6 m) supply tube
1060741110106 1600-2-50
0060741100116 1600-20 Nasal Cannula (adult) Salter Style® with 20' (6.1 m} supply
1060741110013 A tube:
0060741100123 1600-21 Nasal Cannula {adult) Salter Style® with 21 (6.4 m) supply
1060741100122 | 1600-21-50 tubel
0060741100147 1600-24 Nasal Cannula (adult) Salter Style® with 24' (7.3 m} supply
1060741110014 1600-24-50 whe
0607411100154 1600-25 Nasal Cannula (adult) Salter Style® with 25 (7.6 m) supply
1060741100151 1600-25-50 tube
00607411100161 1600-3 Nasal Cannula {adult} Salter Style® with 3' (0.9 m} supply tube
1060741100168 1600:3-50
0060741100178 1600-30 Nasal Cannula (adult) Salter Style® with 30' (9.1 m} supply
1060741100175 26008020 tube
0607411100185 | 160035 Nasal Cannulz (adult) Salter Style® with 35' {10.7 m} supply
1060741100182 | 1600-35-20 tube

Doc#: FRV-10002 Rev 2

Page 3 of 12
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17.2.4 NanoVi® Cannula Registration : FDA

f Health & Human Services

ip2Y U.S. FOOD & DRUG

ADMINISTRATION

Home | Food | Drugs

Page Last Updated: 01/19/2026

| English

10903 New Hampshire Avenue

Silver Spring, MD 20993

Ph. 1-888-INFO-FDA (1-888-463-6332)
Contact FDA

Medical Devices

Accessibility

U.S. Food and Drug Administration

New Search

Proprietary Name:

Classification Name:

Product Code:

Device Class:

Regulation Number:

Medical Specialty:

Registered Establishment Name:

Registered Establishment Number:

Premarket Submission Number:
Owner/Operator:
Owner/Operator Number:
Establishment Operations:

Contact FDA |

Careers |

Radiation-Emitting Products

Combinatien Products

Follow FDA |

Vaccines, Blood & Biologics

Establishment Registration & Device Listing

© FDAHome @ Medical Devices @ Databases

Back To Search Results

Cannula, Nasal, Oxygen, with E-Z wraps
CANNULA, NASAL, OXYGEN
CAT

1

§68.5340

Anesthesiology

Salter Labs

3004748541

K863432

SunMed

9038422

Specification Developer

Note: If you need help accessing information in different file formats, see Instructions for Downloading Viewers and Players.
Language Assistance Available: Espafiol | #8837 | Tiéng Viét | 51201 | Tagalog | Pycckmit | i =) | Kreyl Ayisyen | Frangais | Polski | Portugués | Italiane | Deutsch | B 45 | ot

FDABasics | FOIA | NoFEARAct |

Advisory Committees

Science & Research

Regulatory Information

Animal & Veterinary | Cosmetics

En Espafiol

SEARCH

Tobacco Products

& O

Nondiscrimination \ Website Policies / Privacy

¢ U.S. Department of Health & Human Services
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18 Warranty

Devices manufactured or distributed by Eng3 Corporation carries a warranty, covering materials and workmanship, for a period of two years

from the date of shipment, except for certain disposable products with stated warranties with different durations. Eng3 reserves the right to

perform warranty service(s) at its factory, at an authorized repair st

Eng36s obligations under this warranty are | imited to egepmentwitlouyt or at E
charge, if defects occur during normal usage.

Claims for damages during shipment must be filed promptly with the transportation company. All correspondence concerning the equipment
must specify both the model nhame and number and the serial number as it appears on the device.

Improper use, mishandling, tampering with, or operation of the device without following specific operating instructions will void the warranty
and release Eng3 from any further warranty obligations.

The actual warranty, outlining all terms and conditions, is included in the paperwork for the NanoVi® device.
Warranty immediately revoked if the device is opened or repaired by unauthorized personnel.

Warranty immediately revoked if any accessories other than those recommended have been used.

Service Department
For factory repair service contact through:
www.eng3corp.com/service

19 Service Policy

Eng3 Corporation will provide warranty service support to its customers within 48 hours of receiving a telephone request for technical

support. This 48-hour period begins once a service request is placed through the Factory Technical Support Department in Seattle,

Washington. Eng3 provides factory direct technical support to its customers through a technical support group located in Seattle,

Washington. All Technical Support for Eng3 products is provided fAFacto

Eng3 provides technical support by telephone at the number for your location identified at www.eng3corp.com/service. It is suggested that

any person calling in for technical support have the inoperative equipment available for preliminary troubleshooting as well as product

identification. Eng3 reserves the right to repair or replace any product found to be defective during the warranty period. Repair may be

provided in the form of replacement or exchange of parts or accessories, on-site technical repair assistance or complete system exchanges.

Repairs provided due to product awarsreamtry dni & nitk pevailing service dateaoymeplacede r ed fAno
defective material should be returned to Eng3 within 10 days of being provided in order to avoid additional charges. Exchanged material

should be returned promptly and directly to Eng3 using the return paperwork and shipping label(s) provided. Transferring return materials to

local sales or dealer representative does not absolve the return responsibility.

20 Ordering Parts and Accessories
To order parts and accessories contact your local authorized distributor or Eng3 Corporation at: +1 206.525.0227

Complete overview of contact information is: www.eng3corp.com/service.

21 Cont act |l nf or mati on MANUFACTURER
v Eng3 Corporation
Eng3 Corporation 2234 Eastlake Avenue E.Ste. A
T NanoVi E rev13
[REF] 4900-00  Type: Nanovi Exo N e "N Seattle, WA 98102
\ www.eng3corp.com I USA
SN 49 0000 % www.eng3corp.com/service 4+— "NAETRO
2020 e (01)00850005 61405 0 (11) 200615 (21) 49-0000 (5] www.engdcom comielFu ey e Oﬁicelphin%} +1 ;06-525-0227
— [e=C0) E-Mail: Info@eng3corp.com
[0 Trer] Pepsscrsamapete o @) K popsro o O/ 2T P20} [ =m
10587 Berlin, Germany 12161 Berlln Germany
+49.30.318.045.30 +49.30.405.045.320
CH |REP ﬁ.l‘.go-ﬂealmcare Gmlzg @
6330 Cham, Switzerland

+41.43.818.75.02

UK RepMed Ltd @ Authorized
Coxbridge Busi Park, Unit D, H 1
Grondall Place, Afton Rd, Distributors
Farnham GU10 5EH, UK H A
194 1552 912933 Overview a_nd contact info of all
* * distributors:
) . www.eng3corp.com/service
Authorized Authorized
Representatives Importers
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22 AppendAxcAmpyi ng Document s

221 User Manual for Optional, Not -Mandatory Nasal Cannula Modell # 1600 -1

Nasal Home Oxygen Instructions for Use Instructions for Use (continued)

Please read and follow the Instructions for Use prior to using your nasal cannula

Callllllla for your home oxygen therapy.

Application

1. Wash hands. Remove nasal cannula from package.
The Nasal Cannula is used to deliver supplemental oxygen to patients who have a prescription for home
oxygen therapy. Prior to home use, you and/or your caregiver should receive instructions from a trained
healthcare professional on how to safely use your nasal cannula while on oxygen.

2. Attach end connector to oxygen source, €.g., 0Xygen
extension tubing or oxygen flow control outlet.

3. Adjust flow control knob to the prescribed liter flow.

End Connector

wye(aln«wv | Check for gas flow from the nasal prongs.
S 4. a-Position the nasal cannula with the nasal prongs facing
\\ ( (hdsten ) upward and curved toward the face.
—-— b-Insert the two nasal prongs into the nostrils.
SupplyTubing \-/

5. a-Wrap the headset loop up and over both ears.
Headet Loop

b—Alternative placement:
@ your head.

Secure headset loop behind

Nasal Cannulas are disposable and for single-patient use. 6. a-Squeeze the sides of the bolo and glide the bolo up under

Nasal Cannulas are intended for use in the home, outpatient, extended care, transport and hospital your chin.
environments. b-Leave enough space to fit at least two fingers between the
bolo and chin.

Nasal cannulas are available in sizes from infants to adults. The nasal cannulas are available in different
styles with various lengths of supply tubing. Some styles may have liter flow limitations, which will be
stated on the product label.

Care and Cleaning Instructions

- @

Who to Contact 1. Once a day, use a clean damp cloth to wipe off the nasal
prongs and headset tubing.

For additional questions or comments about your Nasal Cannula, contact Salter Labs customer care at

800-421-0024, Mon-Fri 8 AM to 5 PM CST.; or email Customercare@salterlabs.com. 2.Do not use strong or scented detergents, degreasert, alcohol

based products or lotion soaps to clean your nasal cannula.

For questions about your home oxygen equipment, contact your local home care provider.

3. Do not sterilize your nasal cannula.

If your physical symptoms worsen or you experience a sudden change in your condition (c.g.,
increased shortness of breath, fever, dizziness), or if you develop a hypersensitivy (severe rash) to
your nasal cannula, call your doctor.

4. Discard and replace your nasal cannula when it becomes
soiled, discolored or the prongs become stiff. Recommend y
replacing nasal cannula at least once every 14 days. Do not use
your nasal cannula for more than 30 days

g sn“-En lnns@ (Continued on the next page) g sn“-En lnns@ (Contimed on the next page)

SLML-130 Rev B, Aug 2016

If you experience severe physical problems (e.g., chest pains, cannot breath), call 911.

Instructions for Use (continued) e

Troubleshooting Tips

Safety Precautions

Problem Possible Cause Corrective Action
+ Oxygen is a nonflammable gas, but does support combustion. Follow your homecare provider’s instructions for N 5 N e TR Ear—— | -
the care and safe operation of your oxygen delivery system (e.g., oxygen cylinder, oxygen concentrator, liquid 0 oxygen How - Cannot feel the airflow in your nostrils. | I. Check air flow by placing prongs next to
oxygen) from nasal prongs hand or place nasal prongs into a small

container of clean water. Bubbles will

* Do not smoke or allow anyone to smoke around you. This includes, but limited to, appear if there is oxygen flow.
cigarettes, pipes, cigars, and electronic cigarettes (vapors). 2. Flow control valve is not turned on. 2. Set flow control to prescribed setting.
3. Oxygen system is not functioning 3. Switch to backup oxygen source and
properly or oxygen container is empty. contact your homecare provider.
+ Keep oxygen equipment at least 6 feet away from flames or any heat source, for 4.The nasal cannula is disconnected from | 4. Reconnect oxygen tubing. Ensure all
example, fireplaces, stoves, barbeque grills, and space heaters. gé‘@ oxygen device or supply tubing. tubing connections are tight and secure.
= 5. Nasal cannula or oxygen tubing kinked | 5. Inspect cannula and oxygen tubing for
or blocked. Kinks or damage. Ensure nothing is placed
+ Do not use petroleum based products or oil-based creams and lotions in or around on top the tubing.
your nose. For example, don't apply Vasoline around or in your nares. Water in nasal cannula | 1. Humidifier bottle overfilled, or bottle 1. Pour out the excess water. Ensure that the
or oxygen supply has tipped over. humidifer bottle is upright.
tubing 2. Water trap is full 2. Empty water trap.
+ Do not use flammable products such as aerosol sprays or cleaning products 3. High humidity environment, or sudden | 3. Consider adding a water trap to your
while wearing your nasal cannula or around your oxygen source. drop in temperature. oxyen supply tubing.

Nasal dryness . Gas flow is dry. Use normal saline spray or water soluble
or irritation ointment, (i.e., AYR Saline Nasal Gel) to
moisten the inside your nostrils. If
condition worsens, contact your doctor.

Avoid using electrical equipment that may cause a spark, for example, electric razor,
blow-dryer or curling iron

2. No humidifier is being used. 2. Contact your doctor or homecare provider
to request humidification.
« Use oxygen as prescribed by your doctor. -
Soreness or irritation 1. Headset tubing too tight. 1. Loosen headset tubing.
+ The total length of your nasal cannula and oxygen supply tubing should not exceed 57 feet to ensure there around ears 2. Tubing pressing against skin. 2. Place a coton padding or cushion (i.c.,
is enough pressure to deliver prescribed oxygen flow rate. EZ- Wrap) under headset tubing.
+ Do not kink, bend or tie your oxygen tubing, Skin rash and/or sores | 1. Sensitivity or reaction to nasal 1. Contact your health care provider and/or
caused by nasal cannula cannula material. doctor.
* Do not place anything on your tubing that may obstruct flow 2. Nasal cannula is dirty. 2. Wipe nasal cannula down with a damy

cloth to remove oil and debris. If detergent
is needed use a mild soap and rinse well.

Keep excess tubing loosely coiled and out of the way to prevent tripping on oxygen tubing.

3. Cleaning detergent used to clean nasal | 3, Replace cannula. When cleaning cannula
+ Do ot place your oxygen tubing or nasal cannula under blankets, bedshets, rugs, etc. cannulas may be absorbed into the only use a damp cloth. Do not use strong
- - astic and can irritate the ski detergents, disinfectants or oil based soaps.
+ Use caution to prevent your oxygen tubing from becoming entangled in your furniture. plastic and can irritate the skin, 8 P
eep an xtra nasal cannula and ctheroxyzen supplis available foruse 4. Nasal prongs are stiff causing nasal | 4. Replace naasal cannula. Do not use a nasal
irritation and discomfort, cannula for more than 30 days.
+ Do ot let children or pets play with your nasal cannula and oxygen equipment Nasal prongs and 1. Most nasal cannulas are made witha | 1. Replace your nasal cannula

PVC material, which may harden with
age and extended use.

Alcohol based ¢!
the PVC material

g SALTER lnns“’ (Continued on the next page) g SALTER lnns®

Recommend use of swivel adapter for nasal cannula and supply tubing longer than 14 feet. tubing is stiff

©

If using humidification, add a water trap to collect excess moisture in the supply tubing, ners may harden 2. Replace your nasal cannula

SLML-130 Rev B, Aug 2016
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22.2 Power Supply (2 -Prong), Part # TR60M12-01E12

1
2)

3)

4)

5)

Userds Manual

The input and output should not exceed the rating on the label.

The 2-prong power supply should be operated only in dry conditions.

Manufacturer: DongGuan Cincon Electronics Limited
Factor Address: No. 1 Jingxiang Rd. Dongcheng

Foreign Trade Industrial Park, Zhushan Dong Cheng
District, Dong Guan, Guangdong, China

The 2-prong power supply requires a 2-prong power cord.

For the 2-prong power cord, choose the correct plug for your location (see below)

Power Supply: For Power Cord ,
C8 (2-prong), for: with C7 (2-Prong)
110-220V
4340-00
The 2-prong Power Supply is the standard power supply used with
NanoVi and NanoVi Wellness devices
Power Cord C7: .
to )
2-prong <
6.5ft. (2.0m)
Type A Type C Type G Type |
4350-00 Type A
4350-10 Type C (US, (EU, Asia, (UK, (AUS,
4350-20 Type G CA, Mexico, Israel, Malaysia, New Zealand)
4350-30 Type | Japan) South America) Singapore)
Power Cord C7:
to
2-prong
6.5 ft. (2.0m) Type A-CH
4350-60 Type A-CH (China)
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Features
* Universal Input Range 90~264VAC
* Meets EN60601-1 and EN55011 Class B
* Continuous Short Circuit Protection
* Over Voltage Protection
* Meet CEC Level IV
(Output Cable Length = 1800mm)
(TR60M Series meets CEC IV except
TR60MO05 is Non-CEC Compliant)
(TR60M12: Output Cable Length < 1220mm 16AWG)
* Efficiency & Standby Power Meet Level V (Option)
(Output Cable Length=1800mm)
(TR60M12 : Output Cable Length =720mm 16AWG)
(TR60M15 : Output Cable Length =1220mm 16AWG)
(TR60M18,TR60M19 : Output Cable Length = 1500mm 18AWG)
* Meets 2MOPP
Ordering information
TR6OMXX- XX X XX
Model No. DC Plug Type ovP DC Cable Length and Type
E: With OVP 01: 720mm
02: 1220mm
03: 1800mm
11:720mm with Fenite Core
12:1220mm with Ferite Core
13:1800mm with Fenite Core
*18AWG/UL1185
RIPPLE& VOLTAGE LINE LOAD
OUTPUT OUTPUT % EFF. (Typ)
MODEL NOISE ACCURACY REGULATION | REGULATION
VOLTAGE CURRENT NOTE5
NOTE2 NOTE1 NOTE3 NOTE4
TR60MO5 5V 6A 50mVp-p +4% 1% +6% 75%
TR60OM12 12v 5A 120mVp-p 2% 1% +5% 85%
TR60OM15 15V 4A 150mVp-p 2% 1% +3% 85%
TR60M18 18V 3.33A 180mVp-p 2% 1% 2% 86%
TR60OM19 19V 3.15A 190mVp-p 2% 1% 2% 86%
TR60M24 24V 2.5A 240mVp-p 2% 1% 2% 87%
TR60M36 36V 1.66A 360mVp-p 2% 1% 2% 87%
TR60M48 48V 1.25A 480mVp-p 2% 1% 2% 87%

Specifications are subject to change without notice.
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